













𝑀𝑁3𝑁3 Broadcast Protocol in Wireless Networks 
 
河野和明 





A group of multiple nodes are cooperating with one another in order to achieve some objectives in 
distributed applications. In this paper, we would like to discuss how to broadcast messages to every 
node in a group which are interconnected in wireless networks. In order to efficiently deliver 
messages to all the nodes, we newly propose 𝐌𝐍𝟑𝐍𝟑  broadcast protocol where third-neighbor 
nodes in addition to the first- and second-neighbor nodes are covered in one round. 



















グループ G は，互いに接続された複数のノード𝑝1 , 


































𝑁𝑘 = 𝑝𝑖の第𝑘隣接ノード集合 (𝑘 = 1, 2, 3); 





















個のノード a, b, ..., s がある．ここでは，𝑁1は{a, d, e},𝑁2
は{b, c, f, i, j, k}，𝑁3は{b, c, f, i, j, k, g, h, l, o, p, q, r}となる．
はじめに，親となる第２隣接ノード数が最小であるのは
ノード l であるため，ノード f を強中継ノードとして選択
する．ノード b, g は強中継ノード f によってカバーされた




一番近い𝑁1はノード a であるのでノード a を弱中継ノー
ドとして選択する．同じように，強中継ノード n に一番
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